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Once electrically powered, these appliances produce Ozone (O3) 
by transforming the oxygen present in the air (O2).
Ozone (O3) is a gas with a characteristic garlic-like odor and 
occurs naturally in the upper layers of the Earth's atmosphere 

which is formed by oxygen (O2) molecules in the vicinity 
of electrical discharges, sparks or lightning. 

The Ozone molecule (O3) is very unstable, 
therefore extremely reactive, and, in 
particular, it has a very high oxidizing 

power.
Ozone has therefore long been known as an 

excellent disinfectant and is used in the field of air, 
water sterilization and environmental deodorization 

(odor removal) by virtue of its bactericidal, fungicidal and 
inactivating effect on viruses.

A typical use, increasingly required in the automotive sector, is the sanitation and deodorization of the passen-
ger compartment and the air circuit of the air conditioning system. Most of the time, in fact, for these opera-
tions, chemical products are used, sprayed with spray cans, which cannot reach all the points where microor-
ganisms nest (bacteria, viruses, spores, molds, etc ...), source of bad smells, or fragrant chemicals are used 
which, however, only cover the smells, but do not eliminate them. 
Ozone, on the other hand, being gaseous, manages to come 
into contact with these microorganisms and, by releasing the 
third oxygen atom of its molecules, can eliminate them by oxida-
tion.

Another characteristic use is the sanitization of environments 
such as laboratories, medical offices, offices, shops, dressing 
rooms etc ...

A particularly appreciated feature is the complete neutraliza-
tion of the Nitrogen Monoxide molecules (toxic gas: e.g. ciga-
rette odor) which is transformed into harmless Carbon Dioxide (inert 
gas).

Depending on the area to be treated, two different models are available: one with a supply of 500 mg/h and 
12Vdc power supply (cars, ambulances, minivans, minibuses, etc ...), the other with a supply of 1000 mg/h 
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OZ230V-1000

Technical Features:
-Ozone Flow delivered: 1000 mg/h
-230Vac power supply, cable with Schuko plug
-Generator by Quartz Tube, duration 5000 hours
-Stainless steel case
-Programmable timer (with automatic switch-off): 15-30-
45-60 min

-Flexible PVC hose to direct the Ozone flow
-Power consumption: approx. 20W
-Noise <70 dB
-Dimensions: L=350mm, H=300mm, P=200mm
-Weight: approx. 5.0 kg

Italian Quality Product

OZ12V-500

Technical Features:
-Ozone Flow delivered: 500 mg/h
-12Vdc power supply, cable for cigarette lighter
-Generator by Quartz Tube, duration 5000 hours
-Stainless steel case
-Programmable timer (with automatic switch-off): 15-30-
45-60 min

-Flexible PVC hose to direct the Ozone flow
-Current consumption: approx. 1,20 A
-Noise < 70 dB
-Dimensions: L=300mm, H=75mm, P=165mm
Weight: approx. 1,6 kg

Italian Quality Product

Advantages
-Duration of ca. 5000 hours (the ozone production system has a "crown effect" through a special quartz tube, 
therefore very reliable and longer lasting than the classic imported economic ozone cell generators).
-The generator starts delivering Ozone immediately after ignition and performs the treatment in a short time.
-Thanks to the supplied PVC hose, it is possible to direct the ozone flow produced within the area to be treated 
without having to physically access.
-The equipment includes a programmable electronic timer with automatic switch-off.
-The structure is in stainless steel, the electronic components are of Italian quality, not imported, ensuring long 
life.
-There are no filters, no chemicals are used and no chemical residues are released.
-The operating costs are limited to the consumption of electricity.

Maintenance
-Only necessary maintenance is the cleaning of the fan and the tube with compressed air.
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